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Disclaimers

. The content of this manual is subject to change without prior notice.

e  The reproduction or transfer of this manual in any form whatsoever is prohibited without the prior written
permission of the Noise Laboratory Co., Ltd. (NoiseKen).

e Although every effort has been made to ensure that the content of this manual is accurate and complete,
please contact NoiseKen if you find any unclear points, errors, omissions, or other inconsistencies.

. NoiseKen will not be liable for any damages that occur due to improper usage of this product by the
customer, failure to follow the information in this manual, or repair or modifications performed by a third
party other than NoiseKen or a party designated by NoiseKen.

. Regardless of the above, NoiseKen will not be liable for any test results obtained using this product or for its
effects on the tested equipment.

o The trademarks and company names appearing in this manual are trademarks or registered trademarks of
their respective companies. In this manual, the trademark symbol (TM) and registered symbol (R) are
omitted.

. Security Export Control System: Requirements for Exporting This NoiseKen Product
Although this product does not come under rows 1 to 15 of Appended Table 1 of the Export Trade Control
Order, it comes under the restricted goods catch-all in row 16. For this reason, you must submit an export
declaration to NoiseKen before exporting this product outside Japan or temporarily taking it outside Japan
to enable us to conduct a confirmation screening of the final customer, final application, and other details. In
the provided information, the customer will be requested to confirm that the final destination country, final
customer, final application, and other details in the export declaration comply with the restrictions in row 16
of Appended Table 1 of the Export Trade Control Order.

To ensure strict compliance with export control laws, submission of an export declaration is required. Also,
when reselling the product at a location inside or outside Japan, the repurchaser must also be notified of

above information.

* Because the above information is based on laws and regulations, it is subject to change due to revisions in the
applicable laws and regulations. For details on the control and export procedures in laws and regulations, please
contact the applicable government agency (such as the Ministry of Economy, Trade and Industry; Trade and

Economic Cooperation Bureau; Trade Control Department; Security Export Control Policy Division).



1. SOFTWARE LICENSING TERMS

. Usage Limitations
Please use the Software for the purposes described in the instruction manuals or the
specifications. Do not use the Software for purposes other than these.

. Intended Users

Please ensure that individuals who use the Software have received the appropriate training and
practice with regard to the entire system in which the Software runs, including the usage
environment, equipment safety, and operating methods.

. Ability to Make Copies

The Software may be installed and used on multiple personal computers by individuals who are
members of the business location (factory, branch office, business office, etc.) that purchased the
Software.

. Handling of Intellectual Property Rights
The Software and the intellectual property rights including copyrights for the Software belong to
NoiseKen.

. Usage Period

The usage period designated by NoiseKen shall take effect when the installation of the Software
or the prescribed procedure for use, whichever is later, has been completed by the Customer, and
the Customer's right to use the Software shall be deemed to have expired at the end of this usage
period.

. Usage Termination Conditions

If the Customer has violated any of the provisions in this document, or has infringed on the
copyrights or other intellectual property rights of NoiseKen, NoiseKen shall have the ability to
revoke the Customer's license to use the Software.

. Procedures Upon Usage Termination
The Customer shall promptly uninstall the Software. (If other instructions have been issued by
NoiseKen, these shall be followed by the Customer.)

. Disclaimer

NoiseKen and its dealers and affiliates will not be liable for any customer damages arising from the
use of this software or for claims of damages by third parties against customers except in the case
of intentional or gross negligence by NoiseKen, its dealer, or affiliates.

. Prohibitions

The following actions are prohibited with regard to the Software.

(1) Modifications, additions, and other alterations to the functionality of the Software

(2) Any form of reverse engineering, including decompilation and disassembly, of the Software

(3)Reselling, transferring, redistributing, licensing, etc. of the Software, or the accessories
provided by NoiseKen for the Software, to third parties

(4) Storing the Software, or the information, documentation, and the like provided by NoiseKen for
the Software, on a network in a state wherein it may be conveyed to a third party

10. Handling of USB and other protection keys

The software provided by NoiseKen may require USB or other protection keys.

(1) If a protection key is included in the accessories, the protection key must be mounted in the
computer where the software is used.

(2) As a general rule, the protection key is not reissued. In the event that the protection key is
damaged or lost, please contact the NoiseKen Sales (or Repair) Division.




2. IMPORTANT SAFETY PRECAUTIONS

This software is used to control the Electrostatic Discharge Simulator ESS-S3011 / ESS-S3011A
remotely. The following are important precautions for safe handling of ESS-S3011 / ESS-S3011A,
when controlling it using this product. Read and understand them before use.

Also read the contents of this document and the instruction manual for the ESS-S3011 / ESS-S3011A
main unit before using the product.

1.
2.

Incorrect or careless operation could result in a fatal injury.

The instrument may not be used in a location where fire is prohibited or there is a
risk of explosion. Failure to follow this rule risks igniting a fire due to an electrical
discharge.

Avoid use in locations exposed to high humidity and large amounts of dust.

The instrument may not be used by people fitted with electronic medical devices
such as pacemakers and such people may not enter the testing site while the
instrument is operating.

Before connecting the instrument, turn off the power to the main unit, supply voltage,
the simulator to be connected and equipment under test (hereinafter “EUT”), and
make sure that no electricity is being supplied.

Do not turn off the power to the main unit or unplug the connection cable, while this
software is still running. Failure to follow this rule may make the operation of the PC
unstable or cause the OS to operate improperly. Always exit this software before
turning off the power to the main unit.

Before you run the software of this product, close all other application software.
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4. PREFACE

4.1. Preface

We thank you very much for purchasing ESS-S3011 / ESS-S3011A. It is recommended that
the contents of this manual be thoroughly understood and used as a ready reference for
operation.

This manual uses two different types of parentheses to distinguish button names from other
identifiers and messages displayed on the screen: <button name> and [other identifiers and
messages displayed on the screen].

Also read the instruction manual for the ESS-S3011 / ESS-S3011A main unit.

® This Instruction Manual was prepared so that any person who can
observe the prescribed instruction method and operating
precautions may safely handle and fully utilize the electrostatic
simulator ESS-S3011 / ESS-S3011A and the software.

® Keep this Instruction Manual and the instruction manual for the
ESS-S3011 / ESS-S3011A main unit by your side or other proper
location so that they may be readily available when using the
ESS-S3011 / ESS-S3011A.

4.2. About The Product

This software is used to run, control and assist ESS-S3011 / ESS-S3011A, which is a
simulator manufactured by Noise Laboratory Co., Ltd.

The simulator is connected to the PC with an optical cable using the optional OPTICAL
INTERFACE UNIT (MODEL: 07-00022A).

4.3. Product Features

® A personal computer can be used to control ESS-S3011 / ESS-S3011A.

® |t makes it easier to set test conditions based on the IEC61000-4-2 standard.

® |t enables electrically-insulated remote control, as the simulator is connected to the PC with
an optical cable by connecting the optical interface unit to a USB port of the PC.

® The function to save test conditions allows you to perform tests under the same conditions,
whenever required.

® The function to support report creation allows you to output test conditions on MS-Excel.
(MS-Excel must be installed before using the report creation support function.)



5. SETUP AND STARTUP

5.1. Setup

(1) Before setup

(2

3)

ESS-S3011 / ESS-S3011A manages the internal supply power including the communication
function with the power switch at the back.

Note: The operation of PC may become unstable, if the power to the device is switched off

when the software is still running. Always exit the software before turning off the
device.

Setting up the software

®© 06060 O

Log on with the ID that has Administrator privileges for Windows.

Download the ESS-S3011 remote control software from the NoiseKen website
(http://www.noiseken.co.jp/).

Extract the downloaded file, and select the [English] folder from the [ESS-S3011] folder.
Run the (Setup.exe) or (Setup_EssS3011_English.msi) in the folder.

The installation program will start. Follow the instructions on the screen to perform the
installation.

Checking the installation

After the installation process is complete, the [ESS-S3011Eng] program is registered to
[NoiseKen] in the All Apps list under [Start] in the taskbar.

This completes the setup of the software.

Installing the driver

The driver must be installed to run this software.

@

)
®

Log on with the ID that has Administrator privileges for Windows, and insert the setup CD of
the optical interface unit into the CD-ROM drive.

Connect the optical interface unit to a USB port of the PC.

Open Device Manager..

Click the <Start> button. In the All Apps list, and scroll down to the [Windows System] folder
and open it. Click [Control Panel].

l Windows Ease of Access

‘ Windows PowerShell

@ Click l Windows System

= Store
“*~|' Command Prompt
®Click
d Control Panel ¢
File Explorer B
Run

Task Manager ¢

S This PC

DClick

(o]

£ |Ask me anything




5.SETUP AND STARTUP

In [Control Panel], click [Hardware and Sound].

[53 Control Panel

T~ » Control Panel »
Adjust your computer’s settings

System and Security

Review your computer's ctatus

Save backup copies of your files with File History
Backup and Restore (Windows 7)

¥ Network and Internet
\. Connect to the Internet ,
®C||Ck View network status and tasks

Choese homegroup and sharing options (]

/ Hardware and Sound
View devices and printers
Add 2 device

Programs

Uninstsll  program

Search Control Panel

~
View by:

Category +

User Accounts
&) Change account type

Appearance and Personalization

Clock, Language, and Region
fdd a language

Change input methods

Change date, time, or number formats

Ease of Access
Let Windows suggest settings
Optimize visusl display

In [Devices and Printers], click [Device Manager].

#2) Hardware and Sound

- v 4 @@ » ControlPanel » Hardware and Sound

Control Panel Home . o
Devices and Printers

Add a device | Advanced printer setup

System and Securi
4 o Change Windows To Go startup options

Network and Intemet

Hardware and Sound AutoPlay

Change default settings for media or devices

Programs
Sound
Adjust system volume

User Accounts

Appearance and
Personalization Power Op{igns

Change power-saving settings
Change when the computer sleeps

Clock, Language, and Region
Ease of Access

Infrared
Send or receive a file

Mouse

Change system sounds

v ®| | Search Control Panel

DClick

&) Device Manager

Blay CDs or other media automatically

Manage audio devices

Change what the pawer buttons do
Choose a pawer plan

Edit power plan

@

If [Other devices] shows [USB <-> Optical Serial Cable] marked

Optical Serial Cable] and click [Update driver] with the mouse.

% Device Manager
File Action View Help

e TEHE B EX®

v DESKTOP-SIHOPES

i Audio inputs and outputs

> EH Computer

> Disk drives

> Il Display adapters

> wa DVD/CD-ROM drives

> [ Human Interface Devices

IDE ATA/ATAPI controllers
Keyboards

Mice and other pointing devices

» [ Monitors
» EF Network adapters
* Other devices

@Right-click

i PCl Simple Communications Controller
B USB <-> Optical Serial Cable
[ Portable Devices
=i Print queues
> n Processors
B Software devices
i.j Sound, video and game control
> % Storage controllers
» = System devices

Update driver
Disable device

Uninstall device
Scan for hardware changes

Properties

@Click

§ Universal Serial Bus controllers

Opens property sheet for the current selection.

with “I”, right-click [USB <->




5.SETUP AND STARTUP

® When the [Update Drivers - USB <-> Optical Serial Cable] screen appears, click [Browse my

computer for

driver software].

B Update Drivers - USB <-> Optical Serial Cable

How do you want to search for drivers?

—>» Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software

DClick

for your device, unless you've disabled this feature in your device installation
settings.

—> Browse my computer for driver software
Locate and install driver software manually.

Cancel

©® Specify the name of the drive into which you inserted the driver CD, and select the checkbox

for [Include subfolders].

@ Enter CD drive nam
<Browse...> to select the drive

@ When the [W

& B Uodate Drivers - USE <-> Optical Serial Cable

e or click

drivers on your computer

or drivers in this location:

@ bl Browse...

Include subfolders

®@Select the box

—> Let me pick from a list of available drivers on my computer
This list will show available drivers compatible with the device, and all drivers in the
same category as the device.

®Click

Cancel

indows Security] screen appears, click [Install this driver software anyway].

r— ™
¥ Windows Security » m

61 Windows can’t verify the publisher of this driver software

= Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device,

= Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

v See details




5.SETUP AND STARTUP

Once the USB Serial Converter is installed successfully, the completion screen appears.

*

B Update Drivers - USB Serial Converter

Windows has successfully updated your drivers
Windows has finished installing the drivers for this device:

USE Serial Converter
= d

DClick

Close

© Install the driver software for the USB Serial Port.
If [Other devices] shows [USB Serial Port] marked with “!”; right-click [USB Serial Port] and
click [Update driver] with the mouse.

% Device Manager - a ®

File Action View Help

e m BB EXE
2 Keyboards “
Al () Mice and other pointing devices
DRight-click 3 Ve ond

50 Network adapters
E? Other devices

j‘.g, PCl Simple Commum:atmnsContmller ®CI|Ck
B4 USE Serial Port

[ Portable Devices Update driver

= Print queues Disable device

[ Processors
B Software devices
i Sound, video and Scan for hardware changes
G Storage controller:
=1 System devices Fropeatics ]
~ § Universal Serial Bus controllers
Generic USB Hub
Generic USB Hub
Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Controller - 1C26
Intel(R) & Series/C200 Series Chipset Family USE Enhanced Host Controller - 1020
Renesas USE 3.0 eXtensible Host Contreller - 1.0 (Micresoft)
USB Mass Storage Device
USE Root Hub
USE Root Hub
USE Root Hub (USB 3.0)
USE Serial Converter

Uninstall device

Launches the Update Driver Wizard for the selected device.

When the [Update Driver Software - USB Serial Port] screen appears, click [Browse my
computer for driver software].

B Update Drivers - USB Serial Port

How do you want to search for drivers?

—> Search aJtomat\caH for updated driver software
H r computer and the Internet for the latest driver software

r 3 5 u've disabled this feature in your device installation
. Ettmg
®Click
—> Browse my computer for driver software

Locate and install driver software manually.

Cancel




5.SETUP AND STARTUP

@ Specify the name of the drive into which you inserted the driver CD, and select the checkbox
for [Include subfolders].

‘ X
vers - USE Serial Port
@ Enter CD drive name or click
<Browse...> to select the drive drivers on your computer
for drivers in this location:
. Browse..
[ Include subfolders
@Select the box
= Let me pick from a list of available drivers on my computer
This list will show available drivers compatible with the device, and all drivers in the
same category as the device.
®Click

@ When the [Windows Security] screen appears, click [Install this driver software anyway].

= = Bl
led Windows Security hd ﬁ

@4 Windows can't verify the publisher of this driver software

% Don'tinstall this driver software
®C|ICk You should check your manufacturer's website for updated driver software
for your device,

# Install this driver software anyway
Only install driver software cbtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

v- See details

@ Once the USB Serial Port is installed successfully, the completion screen appears.

! Update Drivers - USB Serial Port (COM3)
Windows has successfully updated your drivers
Windows has finished installing the drivers for this device:

USB Serial Port
o

DClick




5.SETUP AND STARTUP

(4) Checking the installation

D Click the <Start> button. In the All Apps list, an
and open it. Click [Control Panel].

View 30

Voice Recorder

Weather

Windows Accessories

Windows Administrative Tools
Windows Defender Security Center
Windows Ease of Access

Windows PowerShell

@Click

Command Prompt

d scroll down to the [Windows System] folder

Create

Calendar

\

Explore

e

®Click

Control Panel
File Explorer
Run

Task Manager
This PC

®Click

£ |ask me anything

@

In [Control Panel], click [Hardware and Sound].

¥

o

Control Panel

4 [ s Control Panel 3

Adjust your computer’s settings

@
t

System and Security

Review your computer's status

Save backup copies of your files with File History
Backup and Restore (Windows 7)

Network and Internet

Connect to the Intemet

View network status and tasks

Choose homegroup and sharing options

@cli

Hardware and Sound
View devices and printers
Add a device

Programs

Uninstsll  program

@

~ O Search Control Panel

Viewby: Category ™

5’ User Accounts

Sl ' Change accaunt type
" Appearance and Personalization

Clock, Language, and Region
Add a language
Change input methods

Change date, time, or number formats

Ease of Access
Let Windows sugg
Optimize visual

ttings

®

In [Devices and Printers], click [Device Manage

r].

#5) Hardware and Sound

€« v “ #F » Control Panel » Hardware and Sound

Control Panel H e g
R Devices and Printers

A s Rikane sety
Systaen dnd Secaity Addz device | Advanced printer setup

Change Windows Te Go startup options
Network and Intemet

AutoPlay

Hardware and Sound

Programs
Sound
Adjust system volume

User Accounts

Appearance and
Personalization Power Options
Clock, Language, and Region Change power-saving settings

E Change when the computer slesps | Choo

Infrared
Send orreceive a file

Change default settings for media or devices

Change system sounds

Search Control Panel

v O

Mouse | 8 Device Manager

DClick

Play (

s or other media automatically

Manage audio devices

Change what the power buttans do

se apowerplan | Edit power plan

10




5.SETUP AND STARTUP

@ In [Device Manager], expand [Ports] and check to make sure that [USB Serial Port(COMx)]

is not marked with “!” or “X”,

(The number following COM varies depending on the PC environment.)
Also expand [Universal Serial Bus controllers] and check to make sure that [USB Serial

Converter] is not marked with “I” or “X”.
4 Device Manager - O X
File Action View Help
s @ E HEHR B EXGE
Eﬂ Mice and other pointing devices A
[ Monitors
Metwork adapters

R Other devices
@Expand Bi PCISimple Communications Controller
E Portable Devices

& Ports (COM & LPT)

‘2 (@Make sure it's not marked with "I"
i@ USB Serial Port (COM3)

[ Print queues
1 Processors
B Software devices

i Sound, video and game controllers
@EXpand Sy Storage controllers
E= System devices
-

" Universal Serial Bus controllers

Generic USB Hub

Generic USE Hub

Intel(R} & Series/C200 Series Chipset Family USB Enhanced Host Controller - 1C26
Intel(R} & Series/C200 Series Chipset Family USB Enhanced Host Controller - 102D
Renesas USE 3.0 eXtensible Host Contreller - 1.0 (Microsoft)

USB Mass Storage Device

USB Root Hub

USB Root Hub
USB Root Hub (USE 3.0)
USE Serial Converter

@Make sure it's not marked with "

(5) Uninstallation

Click the <Start> button on the taskbar. In the All Apps list, and scroll down to the [Windows
System] folder and open it. Click [Control Panel], and click [Uninstall a program]. Double-click
[ESS-S3011Eng] from the displayed list. When the user account control appears, click <YES>.

Follow the instructions on the screen to continue the uninstallation.

(6) Connecting to ESS-S3011 / ESS-S3011A
@ Connect the USB cable of the optical interface unit to the PC.

@ Connect the optical cable that comes with the optical interface unit to the REMOTE control

port at the front of the device and the optical interface unit.
® Turn on the power to the device.

@ Start the software.

This completes the connection procedure.

When starting it, always turn on the power to the simulator before starting the software.

11



5.SETUP AND STARTUP

(7) Exiting the software and turning off the power

@ Exit the software.
@ Turn off the power to the device.

When exiting it, always exit the software before turning off the power to the device.

When disconnecting the connection cable, also exit the control software before disconnecting it.
If the device is turned off or the connection cable is disconnected without exiting the software, the

operation of the PC may become unstable or the OS may stop running.

Depending on your OS version and settings, the screens and operating methods may differ.

12



5.SETUP AND STARTUP

5.2. Startup

Click [start] - [All Programs] - [NoiseKen] - [ESS-S3011], and select [ESS-S3011] to start the software.
After it is started, check the connection with ESS-S3011 / ESS-S3011A. The main screen (explained
in the next chapter) will appear.

If there is a communication error, the following model name selection screen appears.

@ <Restart> button
Starts the software without communicating with ESS-S3011 / ESS-S3011A.

@ <Retry> button
Checks the communication with ESS-S3011 / ESS-S3011A again.

B3 <Exit> button
Stops starting up the software.

It failed in the communication with the ES55-33011.

Please confirm the power supply and the connection of
the communications cable.

1:If you try to restart the application

*Please click the [Reatart] button

2:If you try to connect with the ES55-53011 again
*Please click the [Retry] buttan

3:If you interrupt the application
*Please click the [Exit] button

@ @) ®

’ Restart J | Retry ‘ l Exit

[Connection Error] Screen

* When <Restart> is selected, the software is started without allowing any test to be performed.
Use this option to check test conditions or settings only.

When connecting to ESS-S3011 after this application is started, check to make sure that ESS-S3011
is turned on. Then select [Option] - [Connect...] to open the simulator connection status dialog box.
The box shows <Connect> when it is successfully connected to ESS-S3011, and shows <None>

when it is not connected. The connection takes several seconds to be established, as it attempts to
communicate with the simulator.

File View Window Help

Dwd

Option Settings...

Infermation...

Connect...

| E55-53011 None

Information

Status

—

| Retry

[ 0K

Simulator Connection Status Dialog Box

13



6. OPERATION

6.1. Main Screen

In this software, the smallest testing unit is called “Step”.
The following screen is the main screen that shows test conditions.

f!l_e Wew Optmn_ Wlndt_Jw_ r-l_elp
DEHls=R|S T
Tett |E=E R =
-
® Test:
@ ©) @
| sessings... | | Add... | [ petete... |
5 Teat Na. Disc. Methed IEC LEVEL Trig. Polarity Voltage [KV] Interval [s] Count
Teat No. 1 CONTACT IEC LEVEL X GUN + 0.20 1.00 10

Main Screen

@ <Test...> button
Opens the test environment dialog box and the test execution dialog box.

@ <Settings...> button
Opens the test condition settings dialog box.

® <Add...> button
Adds tests to the [Test No.] list.

@ <Delete...> button
Deletes tests registered on the [Test No.] list.

® <Test No.> list
Displays test details.

14




6.OPERATION

6.1.1. Test Condition Settings

Test conditions are set.

P N
Test condition settings
Disc. Method |CONIACT - Polarity + - @smp
IEC LEVEL IEC LEVEL X = Voltage 0-2'3'-: [kV]
@ STER END
Trig. G - -
0.10 [kV] 0.20 = [5V]
Interval 1.00 =]
Count 10
[ OK J | Cancel
| %

[Test condition settings] Screen

@ Disc. Method

Disc. Method [CONTACT =
CONTACT |
AIR [
TR TFUFT. | TR TFUFT—¥ 1

Selecting <CONTACT> performs a contact discharge test.
Selecting <AIR> performs an air discharge test.

@ IEC LEVEL
IEC LEVEL IIEC LEVEL X v]
IEC LEVEL 1
IEC LEVEL 2
Trig. IEC LEVEL 3
IEC LEVEL 4
In [IEC LEVEL], different voltages are set between contact and air discharge tests.
IEC LEVEL Contact discharge (CONTACT) Air discharge (AIR)
IEC LEVEL 1 2 kV 2 kV
IEC LEVEL 2 4 kV 4 kV
IEC LEVEL 3 6 kV 8 kV
IEC LEVEL 4 8 kV 15 kV
IEC LEVEL X Any voltage Any voltage

15




6.OPERATION

® Trig.

Trig. EUH -

Discharge triggers are selected.

Selecting <ESS> enables the trigger button on the ESS-S3011 / ESS-S3011A main unit.
Selecting <GUN> enables the trigger button on the discharge gun.

Selecting <EXT.> enables an external trigger.

Whichever trigger is selected, the trigger button on the remote software screen is enabled to
discharge.

@ Polarity

+
Voltage -

Selecting <+> outputs a + waveform.
Selecting <-> outputs a - waveform.

Selecting <+/-> discharges a + waveform for the specified number of times, and then outputs
a — waveform.

(<+/-> appears, only when the checkbox for [SWEEP] is selected.)
® SWEEP

[¥] SWEEP

When the checkbox is selected, <+/-> appears in the [Polarity] dropdown list and [STEP] and
[END] appear in [Voltage].

® Voltage
Voltage 0.20 : [EV]
STIEF END
0.10 = [kV] 0.20 = [¥V]

Test voltage is set within the range from 0.20 kV to 30.5 kV, and in steps of 0.01 kV.
([STEP] and [END] appear, only when the checkbox for [SWEEP] is selected.)

@ Interval (it can be set only for contact discharge)

Interval 1.00 : [=]

The discharge interval is set within the range from 0.05 sec to 600 sec.
It is set in steps of 0.01 sec from 0.05 sec to 1 sec. It is set in steps of 0.1 sec from 1 sec to

600 sec.
The discharge interval cannot be set for air discharge.
Count

Count 10—

The discharge count is set within the range from 1 to 60000 times, and in steps of 1 time.
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6.OPERATION

6.1.2. Test Environment Settings

The test environment is set.

The settings are reflected on the contents of the report.

If the settings are not saved by pressing the <Save> button, the described contents are cleared
when the software is exited.

Test environment
Date o Temperature 23.0 deg.C
Time T Humidity 50.0 %
Model/Type -
Serial No. |
Operator _—
Standard IEC&LO00-4-2
Save | | QK l | Cancel
[Test environment] Screen
Date Press the <Test...> button on the main screen and display the date on
which the preparation for starting the test was completed.
The test date cannot be changed.
Time Press the <Test...> button on the main screen and display the time at
which the preparation for starting the test was completed.
The test time cannot be changed.
Temperature Enter the test environment temperature.
Humidity Enter the test environment humidity.
Motel/Type Enter the model name/type of the EUT.
Serial No. Enter the serial number of the EUT.
Operator Enter the name of the operator.
Standard Enter the name of the standard.
<Save> button The entered details can be saved.
The entered details are used as future default values.
However, the test date and test time are not saved.
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6.OPERATION

6.1.3. Execute

The simulator is controlled.
It performs the test that is set on the test setting screen.

-
Execute
® Step No. Lr 1 p :i
|
® Interval :  0.00/ 1.00 [s] @
@ Count H [ 10
@

step No. Disc. Method  IEC LEVEL Trig. Polarity = Voltage [¥V] Ioterval [s] Count Result Comment

scep o2l cowmacr | mecmevenx Lo |+ | o0zel ool a0l — [ |

Step No. 1
Tess esuic Pk bl 4 i i e S i o e,
Comment, set
@ Test Result |--———— 'I {SEE 211 Reaults ]

S——
Del.All Comments

[Execute] Screen

@ Step No.
Displays the test step number.

@ Interval
It functions, only when the contact discharge is selected.
Discharge occurs, when it counts down to 0.
It outputs only the first discharge in the minimum time, regardless of the discharge interval
setting.

® Count
It counts up from 0. The test is finished, when the specified count is reached.
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6.OPERATION

@ <START> button

e

It turns on the high-voltage power to enter the discharge trigger wait state.
When the high-voltage power is turned on, the <TRIG> button is enabled.

® <STOP> button
It turns off the high-voltage power to enter the discharge-disabled state.

® <TRIG> button

TRIG

It turns on or off the discharge trigger.
Contact discharge Continues to discharge for the specified number of times, based on

(CONTACT) the set discharge interval.

Pressing the <TRIG> button again suspends the discharge.
Air discharge While <TRIG> is on, the discharge tip at the end of the discharge gun
(AIR) remains charged.

Pressing the <TRIG> button again terminates the discharge and
counts up the discharge count.

@ Test execution list

Step No. Disc. Method IEC LEVEL Trig. Polarity Voltage [EV] Interval [3] Count EResult Comment

svep Yo 1] cowracr | tecievELx [ em |+ | o020l 100l ol | |

It displays the contents of the test settings.
When any [Step No.] is clicked while the test is stopped, it can be executed starting from

that test.
Double-clicking any [Step No.] allows you to edit its result and comment.

Test result entry field

Step No. 1
Test Result DTest result A is automatically entered at the completion of a step.
Comment Set

It allows you to change the result of the test displayed in [Step No.].
It can also be used for writing a memo during the execution of the test.

When the checkbox for <Test result A is automatically entered at the completion of step.> is
selected, the result A is automatically entered, every time the Step is completed during the

execution of the test.
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6.OPERATION

@ Batch result setting and report creation

Teat Result |-————- T| |Set. Ll1]l Results |

|Cre ate Eeport...

Del.21l Comments |

Clicking the <Set All Results> button allows all test results to be set at once.
Clicking the <Del. All Comments> button allows all comments to be deleted at once.

Clicking the <Create Reports...> button starts MS-Excel and displays test details.

(MS-Excel must be installed to the PC beforehand.)

Tables are created in a plain form without any change to the CELL format for easier processing.
Therefore, process them as required before use.

* Use the functions of MS-Excel to save and print test results, if needed.

20



6.OPERATION

6.2. Others

This section explains other functions.

6.2.1. File Menu

r@, ESS-53011 - Testl
[File] View Option Window
Mew Ctri+ M Tﬁ
Open... Ctr+0 |
Close
Save Ctrl+5
Save As...
Recent Files
Exit
T
New Creates a new test window.
Open... Opens saved test settings.
Close Closes the test setting window that is currently displayed.
Save Overwrites and saves the test setting window that is currently
being edited.
Save As... Saves the test setting window that is currently being edited by
adding a new name.
Exit Exits the application.

21




6.OPERATION

6.2.2. Option Menu

[ ES5-53011 - Testl

iﬂTﬁﬂ.

File View | Option | Window Help
O=HE Option Settings...

Information...

: Connect...

Option Settings...

Opens the option settings screen.

The options to be entered include a company name, test location,
simulator model name, simulator serial No., discharge gun model
name, discharge gun serial No., discharge cup model name, discharge
cup serial No., CR unit model name, and CR unit serial No.

The entered details are reflected on the report.

The contents of the option settings are saved to the system drive.

Information...

Opens the test environment settings screen.

The information to be entered for the test environment includes
temperature, humidity and test target.

For more details, refer to the [Test environment] Screen.

The contents of test environment settings are saved to the system
drive, only when the <Save> button is pressed.

If the settings are not saved by pressing the <Save> button, they are
cleared when the software is exited.

Connect...

Checks the status of the connection with ESS-S3011 / ESS-S3011A.

6.2.3. Version Information Menu

[ £55-53011 - Testl

File View Option Window | Help

D |

About E55-53011... L

e

It displays the version confirmation screen of the application.
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7. OPERATING ENVIRONMENT

0S . Microsoft Windows 10 (Japanese / English version)
Microsoft Windows 11 (Japanese / English version)

CPU :  Dual Core 2.4 GHz or faster recommended

Main memory : 8 GB or more recommended

Storage : 5 GB or more free space

Display SXGA (1280%1024 : 32767 colors) or higher supported

In addition to the above, the following conditions also apply:

® Operation cannot be guaranteed when using online storage or software that uses
cloud services.

® To use the report creation support function, Microsoft Excel, which is compatible

with the OS and within the support period, must be installed. (The store app version

will not work properly. Please use the desktop version.)

OPTICAL INTERFACE UNIT (Model: 07-00022A)

1 empty USB port

A CD-ROM or DVD-ROM drive is required for installing the OPTICAL INTERFACE

UNIT driver.

® The PC is connected to the simulator before the remote control program is started.
(If not connected, no communication can be established.)
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8. WARRANTY

Warranty

A warranty is provided for the software produced by NoiseKen and its update files under the
following terms and conditions. This warranty is valid in Japan only.

1. Scope of Warranty
This warranty applies to the software produced by NoiseKen and its update files.

2. Free Support
Generally, no free support is provided.

3. Total Maximum Liability
NoiseKen assumes no liability for any losses or damages incurred by the customer due
to faults arising from this software by NoiseKen, including but not limited to, direct or
indirect potential lost earnings and direct or indirect damages due to third party claims for
compensation against the customer.
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9. NOISE LABORATORY SUPPORT NETWORK

® If a symptom which seems a trouble is found, check the symptom, software version,
model name of connected device, and serial number, and inform this information to

Noise Laboratory or your nearest sales agent of Noise Laboratory.
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